
 

EPOXY 100 
GENERAL PURPOSE EPOXY PRIMER & COATING 

 
  

DESCRIPTION PERFORMANCE 
Epoxy 100 is a two-component general purpose epoxy primer and coating 
available in 3-gallon kits. This cost-effective and low-odor thermosetting 
epoxy is exclusively available in a clear formulation, although it can be 
tinted using epoxy pigment packs. 

 
 

Adhesion to Concrete: 

 >400 p.s.i per ASTM D7234 

Compressive Strength: 

 8,500 p.s.i per ASTM D695 

Water Absorption: 

 0.15% per ASTM D570 

 
PROPERTIES 

 

• 100% Solids 
• 2A:1B Mix Ratio 
• Application Temp: 60-90°F 

• Coverage: 160-200 ft2/gal 
• 15 Minute Pot Life @ 75°F 
• 6-12 Hour Dry Time @ 75°F 

ADVANTAGES 
 

• Low Odor 
• High-Gloss 

• 100% Solids 
• Excellent Adhesion 

LIMITATIONS 
 

Higher temperatures will result in decreased working and dry times. Epoxy 
100 should not be thinned with any solvents and will not bridge substrate 
cracking. May amber with UV exposure. If Moisture Vapor Transmission 
exceeds 3lbs/1000ft2 and/or Relative Humidity exceeds 80%, a moisture 
vapor primer should be used. 

SHELF-LIFE & STORAGE 
 

The product is usable for one year from the date of manufacture, provided 
it remains unopened and properly stored in a dry location indoors, between 
60°-75°, ensuring it is protected from direct sunlight. 

 

 
Disclaimer: All guidelines, recommendations, statements, and technical data contained herein are based on information and tests we believe to be 
reliable and correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a warranty, either expressed or 
implied. It is the user’s responsibility to satisfy himself, by his own information and test, to determine suitability of the product for his own intended use, 
application and job situation and user assumes all risk and liability resulting from his use of the product. We do not suggest or guarantee that any 
product limitations are the only ones which may exist. Neither Seller nor Manufacturer shall be liable to the buyer or any third person for any injury, loss 
or damage directly or indirectly resulting from use of, or inability to use, the products. Recommendations or statements, whether in writing or oral, other 
than those contained herein shall not be binding upon the Manufacturer, unless in writing and signed by an authorized corporate officer of Manufacturer. 
Technical and application information is provided for the purpose of establishing a general profile of the material and proper application procedures. Test 
performance results were obtained in a controlled environment and Manufacturer makes no claim that these tests or any other tests accurately represent 
all environments. Manufacturer is not responsible for typographical errors. 
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